CADD TEXT PARAMETERS MANUAL TEXT PARAMETERS
Reference No. D LV/CO=-| FT= TX- WT- LS- TJ- Comments Reference No. D Text Size Rogie?]o%riggh Style Comments

|I| 18 23 17.5 4 8.75| LB TJ is LB unless otherwise shown |I| IE, Ngbg f‘g;g?/ 2 Slant

18 235 | 15| 2 | 75| LB [6] NO.2 [anes/ 0 Slant

54 1 22 | s n | c8 No& oS/ 3 Straight

25 | 23 | 175| 4 |875| CB o6 Lorey/ 2 Stroight

21 23 17.5 4 8.75 | LB TJ is LB unless otherwise shown

[6] 25 23 | 15 2 | 75| c8

55 23 17.5 4 12.5 LB TJ is LB unless otherwise shown

55 1 | 175]| 4 | 125 cB

El 55 23 17.5 4 8.75| LB Line Spacing between notes shallbe 17.5 units

21 23 | 15 | 2 | 75| LB

GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=| LC= Comments

@ () 1 0 @ LV/CO shallmatch the LV/CO of Text placed for item

@ 59 1 5

©) 20 3 0

@ - - - ADOT Standard Line Terminator: Typical

® 20 1 2

USER NOTES
Reference No. U Comments
@ See Std P-00.70 for Title Block & Project Number Block Layout
@ See Std P-00.40 for Pavement Structural Section Layout & Construction
@ See Stds P-00.60 & P-00.61for Dimension and Leader Line Layout
@) See Std P-00.60 for Text Layout
NOTE: For project related sheets, see standards:
P-02.31 P-07.30: P-08.30; P-12.20: P-13.20

DESCRIPTION OF REVEISION

pol

I APPROVED FOR REV.
Abbreviations: Ié\é N IE‘,%\[%LR D - Text Reference Callout A See Std P-00.60 Line Weight DISTRIBUTION DEPART?AEQ?E O(f)'_F TARRAlﬁgggRTATION
FT - FONT . Table for Manual Construction. 00-00
TX - TEXT SIZE O - Graphic Reference Callout DIVISION OF HIGHWAYS
WT - LINE WEIGHT () - User Note Reference Callout Units of measure for 'TX='and 'LS=' STANDARD DRAWINGS
'fi - H&ET SJFL’E%'IT_?CATION are expressed in feet (scale - 1"=100") using SAM £ HEET ORAWING NO.
AC - AGTIVE CELL ADOT's CADD Standard Working Units. FOR ﬁﬁm% AREA Shfe.tooq_g%




